
SWCC Corporation

Indoor Central Core Cable
with e-Ribbon® Technology

-- 200µm fiber with 200µm pitch Intermittently 
   Bonded Ribbon

-- Best fit with MPO multi fiber connectors

-- Good identification by ribbon printing and 
   form memorial colored bundle tape 

-- Ribbon fibers can be easily separated into 
   single fibers or mass fusion spliced 

-- Low-Smoke, Zero-Halogen (LSZH) 

-- Riser rated (OFNR) 

-- Gel-free, Water-blocking core 

-- RoHS Compliant 

Feature and Benefit

ITU-T G.652.D and G.657.A1 or ITU-T G.657. A2

8.6

20 × Cable Outer Diameter

-40 to +70

-40 to +70

Fiber Type

Mode Field Diameter (µm)

Fiber Unit

Cable Outer Diameter (mm)

Cable Mass (kg/km)

Minimum Bend Radius (mm)

Maximum Tensile Strength, Short-Term (N)

Maximum Tensile Strength, Long-Term (N)

Operation Temperature (℃)

Storage Temperature (℃)

144F 288F 432F 864F

12F × 12

12.5

180

12F × 24

13.0

190

1000

300

12F × 6 × 6

14.0

210

12F ×12 × 6

16.5

280

2700

810

※  Specification may change without prior notice


