
SWCC Corporation

ITU-T G.652.D and G.657.A1 or A2

8.6 or 9.1

15 × Cable Outer Diameter

2700

810

-30 to +60

-40 to +70

No water detected

SJNA / DJSA Central Core Cable
with e-Ribbon® Technology

-- Downsizes OD by up to 34%

-- Reduces weight by up to 40%

-- Gel-Free full dry construction 

-- Easy and quick for mass fusion splicing

-- Easy to branch at the middle of cable

-- Good identification by ribbon printing and 
   form memorial colored bundle tape

--  Long cable length per reel

-- Fully qualified to Telcordia GR-20 Core

-- Compliant with ANSI/ICEA S-87-640

Feature and Benefit

Fiber Type

Mode Field Diameter (µm)

Fiber Count (F)

Cable Outer Diameter (mm)

Cable Mass (kg/km)

Minimum Bend Radius (mm) 

Maximum Tensile Strength, Short-Term (N)

Maximum Tensile Strength, Long-Term (N)

Installation Temperature (℃)

Operation, Storage, Transportation Temperature (℃)

Water Penetration

Dielectric
SJNA (Single-Jacket, Non-Armored)

Armored
DJSA (Double-Jacket, Single-Armored)

144

11.0

95

288

13.0

130

432

14.0

155

864

18.5

235

144

18.0

275

288

20.0

330

432

21.0

370

864

25.5

490

※ Specification may change without prior notice
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